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Introduction 


Your choice of this product indicates that you are a devotee 
to excellence in sound reproduction. 

We appreciate your patronage and take pride in the long 
tradition of quality components that our company 
represents. 

So that you can get the most out of your unit, we suggest 
that you take the time to read through this manuai before 
you hook up and operate your system. This will acquaint 
you with operating features and system-connection 
considerations so that your listening pleasure will be 
enhanced right from the start. You will notice that in all 
aspects of planning, engineering, styling, operating 
convenience and adaptability we have sought to anticipate 
your needs and desires. 

Keep this manual handy for future reference. 


For your records 

Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the 
space provided below. Refer to the model and serial 
numbers whenever you call upon your dealer for 
information or service on this product. 

Model Serial Number 


Unpacking 

Unpack the unit carefuily and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. If 
your unit is damaged or fails to operate, notify your dealer 
immediately. If your unit was shipped to you directly, notify 
the shipping company without delay. Only the consignee 
(the person or company receiving the unit) can file a claim 
against the carrier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 


Before operating the unit, remove packing material as 
shown below. 


Contents 


Introduction 
Å Before applying power ... 
Safety precautions 
A IMPORTANT SAFEGUARDS 
System connections 
FM DE-EMPHASIS/CHANNEL SPACE switch 
Control and indicators 
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For the USA 


Note to CATV system installer: 
This reminder is provided to call the CATV system installer's 
attention to Article 820-44 of the NEC that provides guidelines 
for proper grounding and, in particular, specifies that the cable 
ground shall be connected to the grounding system of the 
building, as close to the point of cable entry as practical. 


Accessories 
FM indoor antenna .............. 


Basic operation 
Listening to broadcasts 


AM loop antenna .................] 
n 

Batteries 

(R6 or AA) ............................ 2 

AC plug гдартог ................... 1 


lexcept for some areas) 


For the unit with a European 
AC plug in areas other than 
Europe. 


Caution: Read the pages marked / carefully to ensure safe operation. 


Operation with video components 


DOLBY 3 STEREO 
DOLBY SURROUND 
In case of difficuity 
A Specifications 


Before applying power 


For the U.S.A. and Canada 


Important! 
Units shipped to the U.S.A. and Canada are designed for 
operation on 120 volts AC only. 

CAUTION: TO PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD. RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY 
INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


important! 


Units shipped to the U.K. are designed for operation on 240 
volts AC only. 
The mains plug must be removed from the wall socket prior to 
any internal examination. 
The wires in this mains lead are coloured in accordance with the 
following code: 

Jp —————— — Neutral 


The wires in this mains iead must be connected to the terminals 
in the plug as follows: 


Wire colour Plug terminal marking 
BUG: EE N or Black 
BOWN. ырын ЫЫЫ L or Red 
(3 Brownto '& 
Live 
Blue to 


Neutral T L 
Plug 
Notes: 


1. If a 13-amp plug is used, this must be fitted with a 5-amp 
fuse. 

2. If a 2-pin plug with earthing contact is used, no wire must be 
connected to the E terminal. 


Safety precautions 


WARNING: TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE THIS APPLIANCE TO RAIN OR 
MOISTURE. 


CAUTION 


RISK OF ELECTRIC SHOCK 
DO NOT OPF'N 
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A Caution: Read this page carefully to ensure safe operation. 


Е ge eee 


For Australia and Europe 

Important! 
Units shipped to Australia are designed for operation on 240 V 
AC only. 


Units shipped to Europe are designed for operation on 230 V AC 
only. 


For other countries 


Important! 
Units shipped to countries other than the above countries are 
equipped with an AC voltage selector switch on the rear 
panel.Refer to the following paragraph for the proper setting of 
this switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 volts AC. The AC 
voltage selector switch Type А or Type B on the rear panel is 
set to the voltage that prevails in the area to which the unit is 
shipped. Before connecting the power cord to your AC outlet, 
make sure that the setting position of this switch matches your 
line voltage. If not, it must be set to your voltage in accordance 
with the following direction. 

Note: - 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector 
Switch. 


AC voltage selector switch 
Type A — m 


АС100- .AC220V ~AC240V ~ 
120V 


Туре В <- 


L Ш 


‘REVIOV- a AC220V- 
120V ~ 240V ~ 


Move switch lever to match your line voltage 
with a small screwdriver or other pointed tool. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVIC- 
ING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, IS 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED ‘DANGEROUS VOLT- 
AGE" WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO 
CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 


KARMANN ко 4 


о терес тарни. 


— —— 


veamos 


зас а.а oe 


IMPUHIANI SAFEU UAHDS A^ Caution: Read this page carefully to ensure safe operation. 


Please read ail of the safety and operating instructions 
before operating this unit. For best results, follow ail 
warnings placed on the unit and adhere to the operating and 
use instructions. These safety and operating instructions 
should be retained for future reference. 


1. Power sources - The unit should be connected to a 
power supply only of the type described in the 
operating instructions or as marked on the appliance. 


2. Power-cord protection – Power-supply cords should 
be routed so that they are not likely to be walked on or 
pinched by items placed upon or against them, pay 
particular attention to cords at plugs, convenience 
receptacles, and.the point where they exit from the 
unit. 


Never pull or stretch 
the cord. 


3. Grounding or polarization – The precautions should 
be taken so that the grounding or polarization means of 
this unit is not defeated. 


4. Ventilation - The unit should be situated so that its 
location or position does not interfere with its proper 
ventilation. 

To maintain good ventilation, do not put records or a 
table-cioth on the unit. Place the unit at least 10 cm 
away from the walls. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


5. Water and moisture – The unit should not be used 
near water – for example, near a bathtub, washbowl, 
kitchen sink, laundry tub, in а wet basement, or near a 
Swimming pool, etc. 


6. Temperature - The unit may not function properly if 
used at extremely low, or.freezing temperatures. The 
ideal ambient temperature is above +5°C (41°F). 


4 KR-V8030 (En) 


Downloaded from www.Manualslib.com manuals search engine 


7. Heat - The unit should be situated away from heat 


Sources such as radiators, heat registers, stoves, or 
other units (including amplifiers) that produce heat. 


8. Electric shock - Care should be taken so that objects 


do not fail and liquid is not spilled into the enclosure 
through openings. If a metal object, such as a hair pin 
or a needle, comes into contact with the inside of this 
unit, a dangerous electric shock may result. For families 
with children, never permit children to put anything, 
especially metal, inside this unit. 


9. Enclosure removal - Never remove the enclosure. If 


the internal parts are touched accidentally, a serious 
electric shock might occur. 


10. Magnetic fields — Keep the unit away from sources of 


magnetic fields such as TV sets, speaker systems, 
radios, motorized toys or magnetized objects. 


11. Cleaning – Do not use volatile solvents such as alcohol, 


paint thinner, gasoline, or benzine, etc. to clean the 
cabinet. Use a clean dry cloth. 


C 


А Caution: Read this page carefully to ensure safe operation. 


12. Carts and stands - An appliance and cart combination 
should be moved with care. Quick stops, excessive 
force, and uneven surfaces may cause the appliance 
and cart combination to overturn. 


L^ I 


13. Nonuse periods – The power cord of the unit should 
be unpiugged from the outlet when left unused for a 
long period of time. 


14. Abnormal smell -If an abnormal smell or smoke is 
detected, immediately turn the power OFF and puli out 
the power cord. Contact your dealer or nearest service 


center. 
POWER OFF! 


15. Damage requiring service - The unit should be 

serviced by qualified service personnel when: 

A. The power-supply cord or the plug has been 
damaged; ог 

B. Objects have fallen, or liquid has been spilled into 
the unit; or 

C. The unit has been exposed to rain; or 

D. The unit does not appear to operate normally or 
exhibits a marked change in performance; or 

E. The unit has been dropped, or the enclosure 
damaged. 


16. Servicing – The user should not attempt to service the 
unit beyond that described in the operating instructions. 
Ail other servicing should be referred to qualified 
Service personnel. 


17. Outdoor antenna grounding ~ If an outside antenna is 
connected to the receiver, be sure the antenna system 
is grounded so as to provide some protection against 
voltage surges and built up static charges. Section 810 
of the National Electrical Code, ANSI/NFPA No. 70 - 
1984, provides information with respect to proper 
grounding of the mast and supporting structure, 
grounding of the lead-in wire to an antenna discharge 
unit, size of grounding conductors, location of 
antenna-discharge unit, connection to grounding 
electrodes, and requirements for the grounding 
electrode. See Figure. 


Notes: 


1. Item 3 is not required except for grounded or polarized equipment. 


18. 


19. 


EXAMPLE OF ANTENNA GROUNDING AS PER 
NATIONAL ELECTRICAL CODE 


ANTENNA 


ANTENNA 
DISCHARGE UNIT 
{МЕС SECTION 810-20) 


ELECTRIC 
SERVICE 
EQUIPMENT 
{МЕС SECTION B10-21) 


GROUND CLAMPS 


-——— POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 


NEC — NATIONAL ELECTRICAL CODE (NEC ART 250, PART Н) 


Power lines – An outdoor antenna should be located 
away from power lines. 


AC outlets - Do not connect other audio equipment 
with а power consumption larger than that specified to 
the AC outlet on the rear panel. Never connect other 
electrical units, such as an iron or toaster, to it to 
prevent fire or electric shock. 


2. Item 17 and 18 are not required except for units provided with antenna terminals. 


3. item 17 complies with UL in the U.S.A. 
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System connections 


Make connections as shown in the diagram below. When connecting the related system components, refer also to the 


instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


E Connection of audio components 
For the connection of video components, please refer to page 22. 


Speaker system А Speaker system В Center speaker Rear speakers 
Right Left Right Left Right Left 


FM DE-EMPHASIS/ 
CHANNEL SPACE switch | 


(Except for some areas.) 
AC voltage 


selector switch 
(Except for 
some areas.) 


Refer to the "Antenna 
connections" section. 


To AC 
outlet 


AC outlets 


For other than 
USA and Canada 


Refer to the 
"System control 
Operation section. 


Refer to the "Setting 
the speaker IMPEDANCE 
SELECTOR" section. 


Tape deck 2 


СЕ 


Таре deck 1 


Notes: 

1. Connect all cords firmly. If connections are loose there could be loss of sound or noise produced. 

2. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

3. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging/unplugging connec- 
tion cords without removal of the power cord can cause malfunctions or damage to the unit. 
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Connection of antennas 


Ф Push the laver. @ Insert the conductor. (3) Return the lever. 


С 


€ Never short-circuit the + and - speaker cords. 

€ |? the left and right speakers are connected inversely or if 
the speaker cords are connected with reversed polarity, 
the sound becomes unnatural with ambiguous acoustic 
image positioning. Be sure to connect the speakers and 
speaker cords correctly. 


Setting the SPEAKER IMPEDANCE SELECTOR 


IMPEDANCE SELECTOR 


AorB 

LESS THAN 8 ^ АогВ 

Аапав 8` OR MORE 82? OR MORE 
4 -— 


0] 
SURROUNO ON 


AorB8 > OR MORE 


© When Surround speakers are not connected 


Usable speaker Selector 
impedance position 


When speakers А and B are connected 


The impedance of both speakers 
i should be 8 2- 16 Q 


When speakers A or B are connected 


When the impedance of the 
speakers is 8Q- 1602 


When the impedance of the 
speakersis4 0-6 Q 


FM DE-EMPHASIS/CHANNEL SPACE switch 
(Except for some areas) 


The FM DE-EMPHASIS/CHANNEL SPACE switch on the rear panel 
is set to the correct setting that prevails in the area to which the 
unit is shipped. However, if the FM DE-EMPHASIS/CHANNEL 
SPACE setting is not matched to the area where the unit is to be 
used; for instance, when you move from area 1 to area 2 or vice 
versa, desired reception of AM/FM broadcasts is not expected. In 
this case, change the FM DE-EMPHASIS/CHANNEL SPACE setting 
in accordance with the area corresponding to the table. The FM 
DE-EMPHASIS is switched over at the same time. 


€ When changing the setting of the FM DE-EMPHASIS/CHANNEL 
SPACE switch, first disconnect the power cord, then reset the 
channel space switch, connect the power cord again during 
pressing the TUNER key of the input selector, and turn the pow- 
er on. 
When activating the CHANNEL SPACE switch, the preset mem- 
C ory contents of the tuner and the set up memory contents of 
the SURROUND function will be lost. 
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According to the impedance of the speakers used, set the 
SPEAKER IMPEDANCE SELECTOR on the rear panel as shown 
in the table. 


€ During speaker system connection and operation of the 
SPEAKER IMPEDANCE SELECTOR, set the POWER switch to 
OFF. 


€ When the IMPEANCE SELECTOR is in f| position, sound 
is not output from the center and rear speakers. 


© When Surround speakers are connected 


Usable speaker Selector 
impedance position 


The impedance of the front speakers 
A and B, center speaker and rear 
speakers should be 8 о – 16 О. 


When both of SPEAKERS A and B keys are ON, pressing 
the PRO LOGIC key or 3 STEREO key switches the speak- 
ers key setting to A ON alone. If the B key is pressed now, 
the SPEAKERS key setting will be switched to B ON 
alone. 


U.S.A., Canada, and} FM : 100 KHZ 
South American AM : 10 KHZ 
countries. 


Other countries FM :50 KHZ 
AM :9 KHZ 


DE- 
£MPHASIS CHANNEL SPACE 
AM FM 


50us El А экнт SOKHz 


75yus y'OKHz  'OOKHz 


-rars 


Connection of antennas 
Ш AM loop antenna connection Ш FM indoor antenna connection 


The supplied antenna is for indoor use. For stable reception, 
remove the indoor antenna after installing an outdoor antenna 
as soon as possible. 
i? Find the position that provides 

best reception. 
* Fix two ends with thumbtacks 

or drawing pins. 


The supplied antenna is for indoor use. Place it as far as possi- 
bte from the main system. TV set, speaker cords and power 
cord, and set it to a direction whichj provides the best reception. 


Antenna stand 


Ш AM outdoor antenna connection 


if the reception is poor when the AM loop antenna is used, 
distribute a vinyl-coated wire of more than 6 meters outdoors, 
without disconnecting the loop antenna. 


Connection method to each antenna terminal 


* Push lever down. 2 Insert conductor. 3. Return lever up. 


Ш FM outdoor antenna connection 


It is recommended to install an exclusive FM outdoor antenna to 

capture FM broadcats with high should quality. | 10 10 mm 
Use a coaxial cable for the connection between the outdoor 

antenna and FM ANTENNA terminal on the rear panel. For the 

connection between the coaxial cable and FM ANTENNA termi- 

nal, please refer to the illustration. 


Connection of coaxial cable 
Treat the coaxial cable tip as shown in the illustration, and fit 


the cable the terminals. 
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System control operation 


Connection 
Using the system control cords provided with KENWOOD system component models, make connections as shown 
below. 


Turntable 


To AC 
outlet 


For a cassette deck to 
be subject to system 
control operation, it 
must be connected to 
the TAPE 1 jacks. 


| 


у Cassette deck 


Operation 


By connecting this unit to KENWOOD cassette deck CD player, 
and turntable modeis equipped with system control jacks, the 
foilowing integrated operation features become available. 


1. Automatic play operation Ul 

When starting play with the turntable, cassette deck, or CD 
player connected to the receiver, press the desired input se- 
lector keys on the receiver. The turntable, cassette deck, or 
CD player will autornaticlaly enter play mode. 

In the same way, pressing the pLay key of turntable, cas- 
sette deck, or CD player will automatically switch the input 
selector on the receiver to the component on which the 
Play key is pressed. 


. Synchro recording 

To record the sound from the CD player or turntable on to a 
tape with the cassette deck, press the CD or PHONO of the 
input selector keys and load a CD or record. Set the cas- 
sette deck to rec pause mode, then press the PLAY 
(START) key of theCD player or tumtable. The cassette 
deck will start recording automatically, synchronized with 
the CD player or turntable starting play. 


€ Be sure to insert the system control cord plugs fully into the 
SYSTEM CONTROL terminals. 

€ If the system control cord and audio cords are not connected 

properly, the automatic system governing remote control and 

System functions will not noperate. 


. Remote control 
The remote control unit provided with this unit, to which a 
KENWOOD system turntable, cassette deck, or CD player is 
connected, is equipped with related control keys. The relat- 
ed components can be controlled used these keys. 


= 
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Controls and indicators 


Remote sensor 
PRO-LOGIC key BAND key 
STAND BY indicator SPEAKER A, B indicators TUNING key 
BY PASS key CENTER MODE key LINE STRAIGHT, CD DIRECT indicators 
3 STEREO key REAR LEVEL keys + 10 key 
POWER key CENTER LEVEL VOLUME CONTROL 


keys with point indicator 


T 


SPEAKERS 
a 


Input select keys CD DIRECT key BALANCE knob 
LINE STRAIGHT key 
PHONES jack Numeric keys LOUDNESS control knob 


SPEAKER A and B keys 


A,BOFF @ This position silences all speakers to permit pri- 
vate use of headphones. 


A ON € Activates speakers connected to the SPEAK- 
ERS A terinals on the rear panel. 
B ON € Activates the speakers connected to the 


SPEAKERS B terminals on the rear panel. 
A,BON 9e Activates the speakers connected to the 
SPEAKERS A and B terminals simultaneously. 


SPEAKERS 
A 


О 


B A SPEAKERS B 


STAND BY mode of POWER switch 


When the power cord of this system is plugged into an Ас out- 
let, the STAND BY indicator lights up regardless of the ON/OFF 
setting of the POWER switch. This indicates that a small 
amount of current is being supplied to the unit to back up the 
memory contents. This mode is referred to as the Stand By 
mode. While the STAND BY indicator is lit, the power of the 
System can be switched ON/OFF from the remote control unit. 


€ When both of SPEAKERS A and B keys are ON, pressing the 
PRO LOGIC key or 3 STEREO key switches the SPEAKERS 
key setting to A ON alone. If the B key is pressed now, the 
SPEAKERS key setting will be switched to B ON alone. 
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ТАРЕ 2 indicator Dolby PRO-LOGIC indicator MEMORY indicator 


VIDEO input indicator Dolby 3 STEREO indicator TUNED indicator 


MEMORY 


ТТТ" 


information display 

Tuning band indicator € Tuning frequency and preset number STEREO indicator 
€ Broadcasting name 
€ Input source name 


AUTO indicator 


€ Center, Rear speaker level 
€ Delay time 


Display 


Push the bottom side of the 
door to open. 


Push up the top side of the door 
to close. 


MEMORY key 
DIRECT key 
AUTO key 


MEMORT DIRECT AuTO 


P.SCAN key 
DELAY TIME adjust key DIGIT key 


CHARACTOR key Tone control knob 
BASS TREBLE 
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Operation of remote control unit 


In addition to the remote control of the receiver unit, the provided remote 
control unit can control a KENWOOD cassette tape deck, CD player, turnta- 
ble, graphic equalizer, etc., connected via the KENWOOD system control m Loading batteries 
cords. 


1 Remove the cover. 


Double cassette deck 


Turn table 


Insert two AA-size (R6/SUM- 
3) batteries as indicated by 
the polarity marking. 


ШЕ 
d 
3 Close the cover. 


p 
5 


E Operation procedure 


Plug the power cord of the system into an AC wall outlet, and 


press the [POWER] key on the remote control unit to turn the кышны control a sensor 
on e main system 
power on. 


When the power is turned on, press the key of the source com- 
ponent to be operated. 


€ When two operation keys on the remote control unit are 
pressed successively, press each key securely reserving an 
interval of more than 1 second for each press. 

€ Be sure to read the instruction manuals of the components 
connected via the system control cords. 


Remote control unit 


Operating range 


Notes: 

1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets oter than before, replace both batteries with new ones. 

3. Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote control light sensor. In 
Such a case, change the system installation position to prevent the malfunction. 
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POWER key 
Press to switch the power ON/OFF. 


Tape deck operation keys 
Two sets of operation keys, the TAPE A 
and TAPE B keys, allow to operate а dou- 
bie-deck type cassette tape deck. Use 
the TAPE A keys if your cassette tape 
deck is of the single-deck type. 


CD player operation keys 

Operate the CD player. 

DISC: The DISC key can be used as the 
disc selector key of a multi-disc 
player wit a disc changer. 

For details, read the instruction 
manual provided with the CD 
player. 


Surround operation keys 
"һе functions of the keys marked 
E in the following illustration can 
в operated from the remote control 
unit only. Read page 26 for details. 


BYPASS PRO LOGIC3 STEREO 


SURROUND CENTER 
MEMORY MODE 


| TEST TONE 
M.CALL ON/OFF MODE 


Input selector keys 
Switches the input selector 
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GYPASS PRO LOGIC У STEREO 


SURROUND CENTER 
MEMORY MOSE 


TEST TONE 
мса. ON/OFF 


VIDEO т PHONO 
i 


HIDEO 2 TUNER | 
| 
i 


і 


KENWOOD 


REMOTE CONTROL UNIT 


Surround level control 


keys 


CENTER LEVEL 


REAR LEVEL 
DELAY TIME 


TUNER operation keys 
BAND: Switches the bands. 
P. SCAN: Scans the preset stations. 
DIRECT: In conjunction with the numeric 
keys, tunes stations directly. 


Numeric keys 


When the CD source is selected, these 
keys can be used as the numeric keys of 
the CD player. 

When the TUNER source is selected, 
they can be used as the nmeric keys of 
the tuner. 

How to enter numerals: 


For 23 press twice and 3 
For 40 press four times and 0 


Turntable operation keys 
Control the start/stop of turntable. 


Graphic equalizer operation keys 
-M.CALL: Every time the key is pressed, 
the equelizer patterns are re- 

called from memory. 


MUTE key 
Press to reduce the volume temporary. 
During operation, the indicator on the 
VOLUME CONTROL knob blinks. 


VOLUME CONTROL keys 
Adjust the volume. During operation, the 
VOLUME CONTROL knob on the front 
panel turns and the indicator on the knob 
blinks at high speed. 
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Basic operation 


POWER key Display VOLUME CONTROL 


KENWOOD а-я этенә mec vte «а-аа 


BALANCE control 
LOUDNESS control 
PHONES jack Input select keys Tone controls BASS TREBLE 


B Basic operation 


1 Press the POWER key to ON. 4 Adjust the volume. 


POWER Main unit Remote control unit 


VOLUME CONTROL 
12121415161 7\8 
1 


VOLUME 
CONTROL 


Lx] 


2 Select an input source. 


€ When the volume is adjusted from the remote control unit, the 
VOLUME CONTROL knob on the main unit rotates while the 
point indicator is blinking. 


The source name characters appear on the display 


s | voros | arez | marei | ronen | mono | co | 


5 Adjust the left and right volume balance. 


BALANCE 


€ When the cassette deck, CD player and turntable are connected 
via the system control cord, any of these source components 
starts to be played automatically when the corresponding input 
selector switch is pressed. 


3 Play the source component. 


TREBLE 
2 FLAT 5 
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B To mute the sound temporarily 


REMOTE CONTROL ONLY 


Press the MUTE key on the remote control unit. 


VOLUME CONTROL 


€ The indicator on the VOLUME CONTROL knob on the 
front panel blinks. 
€ Pressing the key again resumes the previous volume. 


Note on LOUDNESS control 


Listening at high volume allows to enjoy dynamic sound, but hu- 
man ears tend to feel low frequencies insufficient when listen- 
ing at low volume. When the VOLUME CONTROL is set to a 
low position, the insufficiency of low frequencies felt by human 
ears can be compensated by turning the LOUDNESS control 
clockwise. 

Enhances low frequencies. 


LOUDNESS 


€ The effect of LOUDNESS control is less sensible if the VOL- 
UME CONTROL is set to the '5' position or above. 
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B Listening through headphones 


1 Insert the headphole plug into the 
headphones jack. 


€ Set the SPEAKERS switch so that both speaker systems A 
and B are OFF. 


2 Adjust the volume. 


VOLUME CONTROL 


1 
121314 3161708 
11 1 


= 


€ Be sure to minimize the volume before unplugging the head- 
phone piug. 


Notes: 

1. When the TAPE 2 key is set to ON, the source selected with 
the INPUT SELECTOR cannot be heard from the seakers. To 
listen to a source other than cassette deck 2, be sure to set 
the TAPE 2 key to OFF. 

2. The source selected with the INPUT SELECTOR is backed 
up for a few days even when the power cord is unplugged. 
After this period, the tuner is automatically selected when 
the power is supplied. 
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Basic operation 


Ш Operation of CD DIRECT playback 


The digital sound of Compact Disc features an ideal re- 
production characteristics, and the sound quality pro- 
vided by CD can be reproduced with least degradatin by 
means of the CD direct playback function. 


7 Press the CD DIRECT key. 


cD Lights up 
DIH {СТ 
Í {9} о 


CD DIRECT LINE STRAIGHT 


2 Play the CD player. 


PLAY/PAUSE 
>/п 


€ The CD DIRECT selection is given priority to any other source 
being selected by the INPUT SELECTOR. 


To cancel the CD DIRECT playback function. 


Press the CD DIRECT key again, or select the INPUT 
SELECTOR. 


CD 


€ CD DIRECT indicator goes off. 


Note: 


Input select keys 


CD DIRECT indicator 
LINE STRAIGHT indicator 


LINE STRAIGHT key 
CD DIRECT key 


E Operation of LINE STRAIGHT 
playback 


This CD, with least degradation of sound quality. 


1 Select an input source. 


Мады 


2 Press the LINE STRAIGHT key. 


o d 


CD DIRECT LINE STRAIGHT 


3 Play the input source. 


To cancel LINE STRAIGHT playback 
Press the LINE STRAIGHT key again. 


LINE 
STR] |GHT 


€ LINE STRAIGHT indicator goes off. 


During CD DIRECT or LINE STRAIGHT playback, the tone controls do not function. 
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eo 


B Ordinary tape recording B Tape dubbing (TAPE2 =» TAPE1) 


Select the source to be 
C recorded. 1 Press the TAPE 2 key. TAIPEI 


W EC 
ТАРЕ2| Lights up 


2 Select a source other than TAPE 1. 


Record-pause mode 


3 Play the source component to be recorded, 3 Play cassette deck 2 and start recording on 
and start recording it on the cassette deck. cassette deck 1. 


5 = EO 


e = == О 


Recording starts. 


€ In case of tape dubbing (TAPE 1 + TAPE 2), play the cassette 


s deck connected to TAPE 1 and record on the cassette deck 
{ connected to TAPE 2. ө Do not select TAPE 1 while dubbing. 


Play cassette deck 2, Start recording on deck 1. 


Note: 
For the tape-to-tape dtrbbing procedure using a double-deck 


H : s : type cassette tape deck, please read the instruction manual pro- 
a Listening to CD while recording vided with the double-deck type cassette tape deck. 


another source 


3 Start recording on the cassette 


1 Select the source to be recorded. deck connected to the TAPE 1 jacks. 


tuner | PHONO 


Касап starts. 
4 Press the CD DIRECT key. 


co LINE о 
DIRECT STRAIGHT 


2 Play the source to be recorded. CD DIRECT LINE STRAIGHT 


C4 


CD DIRECT indicator Lights up 


5 Play the CD player. 


C ө No other source can be selected until the cassette deck record- 
ing is stopped. 
€ The source name on the display remains the same, i.e. the name 
of the recorded source. 
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Listening to broadcasts 


E Receiving broadcast stations and 
storing them in memory (preset 
operation) 


Numeric key 


1 Press the TUNER key. 


Lena 
ZU ET H SOG ма = 


Cau 


@ Previous reception mode is resumed. 


€ Pressing the BAND key also set the unit to tuner mode. 


cn = 
95.00 . SF 


Each time the BAND key is pressed, the 
reception band changes between FM and 
AM. 


3 Select the tuning mode. 
Lights up 


@ Normally, select the auto mode 9500. = 


(with AUTO lighted). 


Press the key to select the auto (AUTO lighted) or 
manual (not lighted) mode. 


4 Tune the desired station. 
у TUNING A 


To decrease To increase 
frequency frequency 


Auto tuning mode Manual tuning mode 


@ The TUNED indicator lights up when a station is received. Press once. (Tuning Press repeatedly, or press and 
€ Use manual tuning mode when the radio wave is weak and stops automatically hold, until the desired station is 
noisy. At this time, the stereo FM broadcast ts received in when a station is received.) | received. 
monaural mode. 


5 Store the station in preset memory. MEMORY 


MEMORY |lights up for apprx. 5 sec. 
Ф Press the MEMORY key. 


€ Proceed the steps 2 while the| MEMORY | indicator is lighted. GEHE = 


(2 Press the numeric key. 
Ex.) To select preset No. 3: 
To select preset No. 13: Сз] 


BAND V TUNING л +10 
Oo L—————r 


[MEMORY ]goes off 
To select preset No. 20: Со] m E =з ca ca 
; БЕЛГИНИН" i3 9950. = 
€ Up to 20 stations can be preset at random, regardless 
of the reception band. 
€ When a station has previously been preset under the When preset Nó. 43 i selected 


numeric key pressed, the newly preset station replaces 
the previous station. 
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Ш Receiving a preset station E Direct tuning of radio stations 
If you know the frequency of the desired station, it can 


. be received directly by inputting the frequency using 
Cc the numeric keys. 


Select the desired station. 


1 Select the broadcast band. BAND 


Ex.) To select preset No. 3: 
i To select preset No. 13: -[ 3] 
To select preset No. 20: x10] ^[ 0] 


Each time the BAND key is pressed, 
the reception band changes between 
FM and AM. 


BAND V TUNING A +10 
L3 LLLA чл 


1 2 3 4 5 
LL LL Lr 


6 7 в 9 O0 
В 


€ The frequency of the station received will be displayed. 


2 Press the DIRECT key. 


3 input the frequency of the desired station 
by pressing the numeric keys. 


B Listening to all preset stations in 
sequence (PRESET SCAN) раны A. е 


1 2 3 a4 5 
са сы сі сэ сі 


Press the P.SCAN key Cr c cu 2 


Main unit 


Example of input 


Desired station Order of pressing numeric keys 


, ; (100 kHz space} 
FM 90 MHZ 
€ preset stations are received in order to 1 » 2 3...10... | ; (50 kHz space) 


20 every time the key is pressed. 


Remote control unit 


Last channel memory 


€ preset stations are received in order їо 1 ^ 2 3...10... 


" 20 every time the (UP) key is pressed, or in order of 20 When the tuner's band selector is switched or when the input 
C ‚19 » 18 10 . | every time (DOWN) key is selector is switched from another source to TUNER, the last re- 


ceived station is recaled for each of FM, AM when the receiver 


ressed. 4 
Р power is switched ON. 
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Listening to broadcasts 


E Displaying station names 


Station names composed of up to four digits of charactrers and/or symbols can be displayed on the tuner display. 
Example: To receive FM 98.80 MHz, input its name with characters "CBE", and preset them under numeric key [3]. 


1 Receive FM 98.80 MHz, and enter the character input mode. 


Звао. 


рУ 
V TUNING A CHARACTOR icis 


2 Select the characters to be displayed with that station. 


® Display the desired character. Types of characters that can 
V TUNING A be innput 


After having pressed the CHARACTER 
key, press the TUNING key to display 
the characters availabie. 

@ Establish the selection. 


DIGIT a ee MM 
= 
А 98765...3210 


А o a 


Blinking digit change to the next digit. 


Biank position 
® Repeat steps 1 and 2 until all of the required characters have 
been input. 
€ To select "С", press the UP segment three times. 
€ To insert a space, simpiy press the DIGIT key. 


3 End the character input. 


CHARACTOR 


€ The character input also terminates automatically when fourth character has been input. 
€ Press the CHARACTER key to terminate character input with three characters or less. 


4 Preset them under key| 3 |. 


Ф Press the MEMORY key. Q Press numeric key [s]. 


Lights up. MEMORY] goes off 


Press while [MEMORY is lighted. 
(End of preset) 


MPG, 


MEMORY 


20 хп-увозо (Em 


Downloaded from www.Manualslib.com manuals search engine 


B Changing a station name 


aaa шыш сщш Bl 
(mee [me fm [ve fame] ЕЕЕ 


С Example: To change station name "FHN8" preset 
with AM (MW) 810 kHz frequency under 
кеу[ 2] to "FEN". 


"^ — CHARACTOR 


2 Move the blinking digit to the second digit. 
DIGIT 


3 Select "E" with the TUNING key. 
У TUNING A 


Д Move the biinking digit by two digits. 


DIGIT 
Press twice 


5 Select the blank with the TUNING key. 
V TUNING A 


€ The character input terminates automatically when fourth character has been input. 


6 Preset the new name under numeric key[ 2] . 
© Press the MEMORY key. © Press numeric key | 2]. 


=e 2 Е IAI 
MEMORY ots - | E 


Lights up. goes off 
Press while [MEMORY is lighted. (End of preset) 


| 
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Operation with video components 


For the connections and operations, also read care- 
fully the instruction manuals supplied with the video 
components to be connected. 


When connect to the KENWOOD LD player having system 


control terminal, do not connect anything to the system con- 
trol terminal of the LD player. 


LD player 


AUDIO OUT 


Minitor TV VIDEO 2 key VIDEO 1 key 


Ш Playback of video tape B Recording of video source 


1 Connect the video source component to be 


1 Switch the power of the monitor TV ON. recorded to the VIDEO 2 jacks. 


€ A video player deck, video camera, LD player, DBS tuner, etc., 
can be connected. 


2 Press the VIDEO 1 key. 2 Press the VIDEO 2 key. 
VIDEO 1 Lights up. VIDEO 2 Lights up. 


The display shows the The display shows the 


present audio input. present audio input. 


€ When an input selector key other than VIDEO is pressed, the € When an input selector key other than VIDEO is pressed, the 
audio input of the selected source will be played in place of audio input of the selected source will be played in place of 
the audio input from VIDEO 1. the audio input from VIDEO 2. 


3 Play the VCR. 3 Play the video source component. 


4 Adjust the volume. 4 Put the VCR in the record mode. 
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| DOLBY 3 STEREO 


| The Dolby 3 Stereo mode allows to enjoy "Dolby Sur- Bypass key 7-00 3 STEREO key 
round" movies, etc., by combination of the front and 

center speaker sounds. The main effect of this mode is 

to provide a secure positioning of the center channel 


sound, such as words. 


C Precaution 


If the SPEAKER IMPEDANCE SELECTOR at the rear is set to "A 


or B: 8 Q OR MORE', the DOLBY SURROUND mode or DOLBY 
3 STREO mode cannot be obtained. 


s m 003 STEREO balance adjustment 


Remote control unit only 


1 Press the ЦО 3 STEREO key. со 3 STEREO 


2 Select the center mode. 
CENTER MODE 


€ The center mode is switched between NORMAL - WIDE 
every time the CENTER MODE key is pressed. 

€ Refer to step 2 on page 25 for proper selection of center 
mode. 


3 Generate the test tone. 


ON/OFF MODE Lspk Cspk Rspk 


€ The speaker generating the test tone is changed every time 
the MODE key is pressed. 


4 Adjust the center speaker volume. 


Adjust the center speaker vol- — CENTER LEVEL + 
ume. 
Adjust so that the level of the 
- center speaker is equal to that 
of the left and right speakers. 


5 Stop generating the test tone. 


ON/OFF 


Press the TEST TONE ON/ 
< OFF key on the remote 
control unit. 


| 
| 
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Sadana] »} 


CENTER LEVEL key 


m O03 STEREO playback 


1 Press the ОО 3 STEREO key. on 3 STEREO 


2 Select the center mode. 
CENTER MODE 


€ The center mode is switched between NORMAL - WIDE 
every time the CENTER MODE key is pressed. 


3 Play a stereg software program or a Doiby 
surround program. 


4 Adjust the volume and tone. 


To return to normal stereo playback from DO 
3 STEREO 


BYPASS 
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DOLBY SURROUND 


Precaution 
If the SPEAKER IMPEDANCE SELECTOR at the rear is set to ‘А 


or B: 8 Q OR MORE", the DOLBY SURROUND mode or DOLBY 
3 STREO mode cannot be obtained. 


B Dolby Surround field adjustment 


Remote control unit only 


First, set the sound balance for use in Dolby Surround 
playback by also using the remote control unit. 


=r 


1 Switch Оору Surround ON. 


00 PRO-LOGIC 


2 Select the center mode. 
CENTER MODE 


€ Refer to step 2 on page 25 for proper seection of center mode. 


3 Generate the test tone. 


ON/OFF 


The speaker generating the noisy 
test tone is changed every time 
the MODE key is pressed. 


In NORMAL or WIDE mode: 
Test tone moves in the following order. 


C Left —= Center —— ee) 


In PHANTOM or C-OFF mode: 
Test tone moves in the following order. 


[p m 1] 


ЈА ve«veosn ic 
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BY PASS key 


PRO LOGIC key 
CENTER MODE key 


BASS 


REAR LEVEL key Tone controi knobs TREBLE 


4 Adjust the volume balance. 


— CENTER LEVEL + — REARLEVEL + 


€ Adjust so that the test tone volumes are the same on ali 
Speakers. 
€ The level being adjusted is displayed. 


5 Turn the test tone OFF. 


6 Set the delay time. 


DELAY TIME 


€ Calculate the proper delay time for Dolby Surround by referring 
to the illustration below. 

€ The delay time can be adjusted in the range from 16 to 30 ms. 

€ When one of the DELAY TIME keys is pressed, the delay time 
is displayed and varied in 2.0 ms steps per press the key. 

€ Once a delay time is set, it is automatically held in memory so 


the same deiay time is displayed whenever Dolby Surround is 
switched ON later, 


Delay time (ms) = 20ms + 3ms (А ~ B} 
A : Distance of front speaker (m) 
B : Distance of rear speaker (m) 


Ш Operation of Dolby Surround playback 


When playing a video software program carrying " [][] 
SURROUND" mark, use the following procedure to ob- 
tain similar Dolby Surround effect to movie theaters. 


7 Press the PRO-LOGIC key. 00 PRO-LOGIC 


2 Select the center mode. NORMAL 
€ Use this mode with a center speaker of a compact size. 


€ This improvs the sound positioning of medium and high- 
CENTER MODE er frequencies. 
€ Use this mode when the optionai CS-7 center speaker 
is used. 
WIDE 
€ Use this mode wit a center speaker of a medium or larg- 
The display returns to the in- er size. 
put source display in about 5 Ф This improves the sound positioning all over the fre- 
seconds. quency range. 
€ if you cannot identify whether your center speaker is of 
the medium or compact size, try both the NORMAL and 
WIDE mode and use the one that can provide better 
sound positioning. 
PHANTOM 
NORMAL—* WIDE —— PHANTOM € Use this mode when the center speaker is not used. 
€ Even without the center speaker, the signal is pro- 
C-OFF cessed in a simulated manner to ensure proper center 


. А image positioning and provide the enjoyment of Dolb 
Every time the key is pressed, the center mode is Mio 3 x Y ү 
Switched as shown above, ad the name of the C-OFF ` 


a” mode is displayed, 


€ Tums the center speaker sound off. 


s 


Play a software program encoded with Dolby 
Surround. 


Д. adjust the volume. ос и | | 
NM Adjusts the overall volume. 


€ Once the 'Dolby Surround sound field adjustment' ash been 
made, do not change the positions of the REAR LEVEL, CENTER 
LEVEL and DELAY TIME keys. 


5 Adjust the tone. TREBLE 
j ; Ki FLAT N 
Adjusts the low frequencies. A AN — Adjust the high frequencies. 


6 
8 


To return to normal stereo playback from Dolby BYPASS 
Surround: 


C wy Te | 
v .L HCL 1! 
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Dolby surround 


B Storing Surround setup in memory E Recalling Surround setup from 


Remote control unit only memory 
Remote control unit only 


Setups for DOLBY З STEREO and PRO LOGIC playback 
can be stored in memory and recalled by simple opera- 
tion. Up to four setups can be stored in memory. 


1 Set a sound field for Dolby 3 Stereo or 


Pro Logic playback. Select the memory number. 


Set the playback condition referring to pages 23, 
24 and 25. 

The setup contents which can be stored in mem- 
ory are as follows. 


DOLBY 3STEREO - CENTER MODE - CENTER LEVEL 


DOLBY PRO-LOGIC - CENTER MODE - DELAY TIME - 

CENTER LEVEL - REAR LEVEL 
The displayed memory No. 
changes every time the 
M.CALL key on the remote 
control unit is pressed. 


2 Press the SURROUND MEMORY key on the 
remote control unit. 


SURROUND 
MEMORY 


€ The stored contents with the memory No. being displayed are 
represented. 


€ The MEMORY indicator is displayed for 5 seconds; perform 
Steps 3 and 4 in this period. 


3 Select a memory number. 
Remote control unit 


BYPASS PRO LOGIC 3 STEREO EQ 


SURROUND CENTER 
MEMORY MODE 


SURROUND ИШ 


MEMORY TEST TONE 
ON/OFF MODE 


M.CALL key 


The displayed memory No. 
changes every time the 
M.CALL key on the remote 
control unit is pressed. 


VIDEO 1 


VOLUME 
CONTROL 


VIDEO 2 


4 Store the setup in memory. 


SURROUND 
MEMORY 


The input source dis- 
play resumes, 


Press again. 
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Surround speakers 


Surround rear speakers and center speaker are necessary for 
(^ full enjoyment of the Dolby Surround effects. Standard speaker arrangement 


Surround rear speaker: Enhances the feeling of presence in 
the listening room. 


movies or acoustic image of musical 


Center speaker: Clarifies the positioning of words in 
instruments located on the center. 


€ Connect the optional KENWOOD Surround rear speakers 
and center speaker referring to page 6. 


Arrangement of Surround speakers 
€ Rear speakers can be placed with various arrangements 


according to the listening room size and its reverberation € The ideal location of the center speaker is on the same 
characteristics, The example shown in the illustration is a axis as the front of the TV screen. Please install the 
typical example among several arrangements which allow center speaker above, below or on the side of the TV 
efficient enjoyment of Surround effects. In addition te it, set, for example, so that the best positioning or acoustic 


other arrangements are also possible. Please install the image can be obtained. 
rear speakers according to your individual taste as weil as 
to the listening room. 


Delay time 


As shown in the example of illustration, the sound of piano 
played on the stage attains the ears of listener as a synthesis of 

А the direct sound from piano, the indirect sounds which are 

reflected once or twice by the reflectors, ceiling and side and 
back walls, and the reverberation sounds which repeat infinite 
reflections until they fade out completely. 

i The indirect sounds always pass through longer routes 
compared to the direct sound. The delay between the direct and 
indirect sounds is called the DELAY TIME, and the level of the 
indirect or reverberated sounds is called the PRESENCE LEVEL. 
The indirect sounds accompanied with delay play a very 
important role in providing better sound effects and the feeling 
of presence of concert halls, etc. The acoustic field also varies 

( depending on the speaker arrangement. It is recommended to F -4— are delayed sounds. 

O try various delay time setting to obtain the best sound field Direct sound 


Example of a concert hall 


possible. 
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In case of difficulty 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult the 
table beiow to see if the problem can be corrected before seeking help from your dealer or service representative. 


Remote control unit 


Remote control operation is not possible. 


-— 


Amplifier section 


Sound is not output. 


No sound comes out, and "PROTECT" is 
shown on the display. 


Sound is not output from one of the 
speakers. 


Sound is not output from the Surround 
rear speaker and/or center speaker, or 
their sound is very small. 


A hum noise is generated when the 
PHONO input selector key is pressed. 
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€ Batteries are exhausted. 

€ The audio cords and the system control 
cords are not connected properly. 

€ The remote control unit is too far away 
from the main system, controlling angle is 
too large, or there is an obstacle in 
between. 

€ The source component to be operated 
does not contain the analog disk, tape(s) 
or CD. 

€ An attempt is made to play a tape which 

is being recorded in the cassette deck. 


€ The speaker cords are disconnected. 


€ The VOLUME is set to the minimum 
position, 

@ The MUTING key of the remote control 
unit. is set to ON and the point indicator is 
blinking. 


@ Speaker cords are short-circuited. 


@ The speaker cord is disconnected. 


€ ihe BALANCE control 
extreme position. 


is set to an 


€ The rear-speaker cords and/or center 
speaker cord are disconnected. 

€ The Surround play mode has not been 
engaged. 

€ The REAR LEVEL and/or CENTER LEVEL 
controls are set to the minimum level. 

€ The SPEAKER IMPEDANCE SELECTOR 
on the rear panel is set to the 
SURROUND off side. 


€ The audio cord from the turntable is not 
inserted securely into the PHONO jacks. 
€ The turntable is not grounded. 


€ Replace with new batteries. 

Ф Connect properly referring to “System 
connections’. 

@ Operate the remote control unit within 

the controllable range. 


€ Place an analog disk, tape(s) or CD in the 
source component to be played. 


€ Wait until the recording is completed. 


€ Connect them property 
"System connections". 
€ Adjust the volume to a proper level. 


referring to 


€ Press the MUTING key to OFF. 


€ Turn the power off, eliminate the 
short-circuiting, then turn on the power 
again. 


€ Connect it properly referring to 'System 


connections". 
@ Adjust the Left/Right balance. 


referring to 


€ Connect them  properiy 
"System connections". 

€ Set the Dolby Surround or 3 STEREO 
mode. 

€ Adjust the REAR LEVEL and CENTER 
LEVEL controls. 


Ф Set the SPEAKER  IMPENDANCE 
SELECTOR to the SURROUND ON side. 


€ Insert the audio cord plugs securely into 
the PHONO jacks. 

@ Connect the grounding wire to the GND 
terminal on the rear panel. 


Tuner section 


Symptom == [шш 


€ Connect an antenna. 
€ Set the broadcast band properly. 
€ Tune the frequency of the desired station. 


Radio stations cannot be received. 


A station which was preset cannot be 
received by pressing the corresponding 
numeric key. 


Interference. 


€ No antenna is connected. 

€ The broadcast band is not set properly. 

€ The frequency of the desired station is 
not tuned. 


€ The preset station belongs to a frequency 
that cannot be received. 

€ The preset memory was cleared because 
the power cord had been unplugged for a 
long period of time. 


Ф Noise due to 
automobile. 

€ Noise due to an influence from an electric 
appliance. 

€ Noise due to a nearby TV set. 


ignition noise of an 


€ Preset a station with a receivable 
frequency. 


€ Preset the station again. 


€ Install the outdoor antenna apart from the 
road. 
€ Turn off the power of the appliance. 


€ Install the system more apart from the TV 


set. 


Notes: 

1. This system is microprocessor-controlled, so malfunction may occur due to external noise or interference noise. іп such a case, unplug the 
power cord, plug it and turn power on again. 
If the trouble still persists, unplug the power code and connect the power cord again while pressing the TUNER key of the 
input selectors. A 

2. Do not use contact cleaners because it could cause а malfunction. Be specially careful against contact cleaners containing oil, for they may 
deform the plastic components. = 


Manufactured under license from Dolby Laboratories 
Licensing Corporation. Additionally licensed under one or 
more of the. following patents: U.S. numbers 3,632,886, 
3,746,792 and 3,959,590; Canadian numbers 1,004,603 and 
1,037,877. 

"Dolby" and the double-D symbol О0О are trademarks of 
Dolby Laboratories Licensing Corporation. 


| For the U.S.A. 
М FCC WARNING: 
i This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful 
i interference unless the modifications are expressly approved in the instruction manual. The user could lose the authority to 
| operate this equipment if an unauthorized change or modification is made. 
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Specifications 


A Caution: Read this page carefully to ensure safe operation. 


(For the U.S.A. & Canada) 
Audio section 
Rated power output at the STEREO operation 


120 watts per channel minimum RMS, both chan- 
neis driven at 8 О, from 20Hz to 20,000Hz with no 


more than 0.06% total harmonic distortion. (FTC) 


Power output at the Surround operation 
Front  (1kHz, 0.9% T.H.D. at 8 Q)............. 75W + 75W 
Center (1kHz, 0.996 T.H.D. at 8 0)......................... 75W 
Rear (1 kHz, 0.9% T.H.D. at 8 О)............. 15W + 15W 


Total harmonic distortion (1kHz, 8 ©) ............ 0.0396 at G0W 
Frequency response оав 
_ + 
| D ӨКН ИН НТ E ЕЕ 10Hz - 50kHz -3dB 

Signal to noise ratio (IHF-A) 

PHONO (MM) Шулмы... 78dB for 5mV input 

CD, TAPE, VIDEO ..................- 100dB for 200mV input 
Input sensitivity/impedance 

PHONO (ММ)... 2.5 mV/47k Q 

CD, TAPE, VIDEO... esed 200mV/47k О 
Tone controls 

cp c ыдын ыны и иы ЙЫШ +10dB (at 100Н2) 

TREBLE saam ЫИ +10dB (at 10kH2} 
Video section 

VIDEO Inputs/outputs ........... 1 Vp- p, 75 Q unbalanced 


FM Tuner section 
Tuning frequency range ............................ 87.5MHz-108MHz 
Antenna impedance .................................... 75 Q unbalanced 
Sensitivity (HF) oes 10.8dBf (0.95 u V at 75 О) 
50 dB quieting sensitivity 

МОМО лкнн ыйл Лашын нн» 16.2 dBf (3.5 u V at 75 О) 

STEREO. аиан 38.2 dBf (45 u V at 75 Q) 
Total harmonic distortion at 1,000Hz 

WONG лы ыыы tiere ное 0.3% 

STEREO нии АШИ UEM 0.5% 
Signal to noise ratio at 65 dBf (IHF) 

MONO ааваа ааа анааан 79dB 

STEREO Loa suene MUI 73 dB 
Selectivity (НЕ +400 kHz)... 53 dB 
Stereo separation (IHF at 1 kHz) ................................... 45dB 
Frequency response ........................ 30Hz ~ 15 kHz B з 
АМ Tuner section 
Tuning frequency range ........................... 530kHz - 1,700kHz 
Usable ѕепѕіміу ..................................... 12 u V/(400 р V/m) 
Total harmonic distortion .................. essere 0.596 
Signal to noise ratio ............... essen 50dB 
Selectivity. «eri ЫЫ КИЧИНЕ ЕРИК ЫРУЫ 23dB 
General 
Power consumption ...........sssesssssssesseeeee nennen atas 3A 
Dimensions ......................... 440 (W) x 158 (H) x 415 (D) mm 

(17-5/16") x (6-1/4") x (16-5/16") 

Weight (тей)... 12.0 kg (26.5 Ib) 
AC outlets ..................... switched x 3, total 200W, 1.64 max. 


Note: 
KENWOOD follows a policy of continuous advancement. For this reason specifications may b echanged without notice. 
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А Caution: Read this раде carefully to ensure safe operation. 


(For other countries) 
Audio section 


Rated power output at the STEREO operation 
(IHF '66) from 20Hz to 20 kHz, 0.06 % T.H.D., 


Fico нннеее Á 130W 4 130W 
Power output at the Surround operation 

Front (1kHz, 0.996 T.H.D. at 8 Q) .............. 75W + 75W 

Center (1kHz, 0.9% T.H.D. at 8 О)........................... 75W 

Rear  (1kHz, 0.996 T.H.D. at 8 Q} ............. 15W + 15W 
Total harmonic distortion (1kHz, 8 ©) ............ 0.03% at BOW 
Frequency response 

+0dB 

ROD мл оо 10Hz - 50kHz -3dB 
Signal to noise ratio (IHF-A) 

PHONO (MM) ............. sese 78dB for 5mV input 

CD, TAPE, VIDEO .................. 100 dB for 200mV input 
Input sensitivity/impedance 

PHONO (MM) дааны em 2.5 mV/47k О 

CD; TAPE; VIDEO eic trier 200mV/47k Q 
Tone controls 

BASS — QM EE +10dB (at 100Hz) 

TREBLE 55 e eres ees +10dB {at 10kHz) 
Video section n 

VIDEO Inputs/outputs ........... 1 Vp-p, 75 О unbalanced 


FM Tuner section 


Tuning frequency range ........ 2o 8/.5MHz-108MHz 


Antenna impedance ...... 300 Q balanced & 75 €) unbalanced 
Sensitivity WHF) ............ esses 10.8 dBf (0.95 uV at 75 Q) 
50 dB quieting sensitivity 
МОМО аана 16.2 dBf (3.5 u V at 75 Q) 
STEREO 5... necem en инин 38.2 dBf (45 u V at 75 Q) 
Total harmonic distortion at 1kHz 
MONO gu ——— —— 0.396 
STERE Q З: —Á— € 0.596 
Signal to noise ratio at 65dBf (НЕР) 
MONO динии ——————— ÀÀ 79dB 
ЅТЕВЕО ——————— — 73d8 
Selectivity (IHF + 400КН2) ............................................ 53dB 
Stereo separation (IHF at 1 KHz) .................................... 45dB 
+0.5dB 
Frequency response ........................ 30Hz - 15 kHz -2 0dB 
AM Tuner section 
Tuning frequency range 
kH 6ер. иын ende ra 531 kHz- 1,602 kHz 
TO KH2 step... eere tme 530 kHz- 1,610 kHz 
Usable sensitivity ..................................... 12 u V/(400 u V/m) 
Total harmonic distortion ............................. а. 0.5% 
Signal to noise ratio .................. ене reren 50dB 
CIC DU T"—— 23d8 
General 
Power consumption ........... esses 300W (ЕС) 
Dimensions ......................... 440 (М x 158 (Н) x 415 (D) mm 
= (17-5/16") x (6-1/4") x (16-5/16") 
Weight (пей иаа 12.0 kg (26.5 Ib) 
AC Outlets. cuc heces switched x 1, 200W max. 


Note: 
KENWOOD follows a policy of continuous advancement. For this reason specifications may b echanged without notice. 
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KRv8030 (Еп 31 ) 


